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LG-WP-TR is 2 x 1 wallplate HDBaseT Transmitter for switching and extending 
HDMI or VGA + audio to display or projector.

WALLPLATE TRANSMITTER

LG-WP-TR
4K WALLPLATE HDBaseT TRANSMITTER

Features
 Features one HDMI input and one VGA input with 3.5 mm analogue audio input.
 Supports HDMI signal up to 4K@60Hz 4:2:0, VGA input signal up to 1920 x 1200.
 Built-in scaling function to match signals to display native resolution.
 Ensures display of content-protected media and interoperability with other HDCP compliant devices.
 Audio signal can be selectively embedded into the video output.
 HDBaseT technology extend HDMI and VGA, Audio, control signals up to 70 m over CATx cable.
 Automatically detect active inputs when sources are connected.
 Flexible control options for compatibility with third-party system, matrix switcher or receiver.
 Supports bi-directional RS-232 pass-through with HDBaseT connection and local control.
 PoH (power over HDBaseT) allows powering from the receiver at the display end.
 Supports IR pass-through.
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 Input  1 x HDMI; 1 x VGA; 1 x AUDIO

 Input Connector 1 x 19-pin Type A female HDMI; 1 x HD-15 VGA; 1 x 3.5 mm mini jack and
 1 x 2-pin Pluggable Terminal Block

 Output 1 x HDBaseT

 Output Connector 1 x RJ45; 1 x 2-pin Pluggable Terminal Block

 Transmission Mode HDBaseT

Control Parts

 Control Ports 1 x FIRMWARE; 1 x RS232

 Control Connector 1 x Micro USB; 1 x 3-pin Pluggable Terminal Block

General

 I/P & O/P Cable Length 3 m

 Video Resolution VGA - up to 1920x1080@60Hz; HDMI - up to 4K/UHD@60Hz 4:2:0

 Audio Impedance >10Ω

 Frequency Response 20 Hz~20 KHz

 SNR >85db@20Hz~20KHz

 Transmission Distance 1080p ≤ 70m; 4Kx2K ≤ 40m through STP cables with STP connectors

 Max Data Rate 10.2 Gbps

 HDMI Standard Support HDMI 1.4 and HDCP complaint

 External Power Supply Input: 100 V~240 V AC; Output: DC 12 V, 2A

 Product Consumption 9.6 W

 Operation Temperature -10 °C ~ +40 °C

 Storage Temperature -15 °C ~ +55 °C

 Relative Humidity 10% ~ 90%

 Product Weight 0.263 kg

 Shipping Weight 0.7 kg

 Product Dimension (W x H x D) 146 x 86 x 44 mm

 Shipping Dimension (W x H x D) 200 x 110 x 140 mm
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